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Copyright 

Copyright © 2000 but Xsense Connectivity Inc. All right reserved. No 
part of this documentation may be reproduced in any form or by any 
means or used to make any directive work (such as translation or trans- 
formation) without permission from manufacturer of this product. The 
manufacturer of this product reserves the right to revise this documenta- 
tion and to make changes in content sometimes without obligation among 
the manufacturer of this product to provide notification of such revision or 
change. 


FCC Warning 


This equipment has been tested and found to comply with the limits 
for a Class A digital device, pursuant to Part 15 of the FCC Rules. 
These limits are designed to provide reasonable protection against harm- 
ful interference in a residential installation. This equipment generates, 
uses and can radiate radio frequency energy and, if not installed and 
used in accordance with the instructions, may cause harmful interference 
to radio communications. However, there is no promise that interference 
will not happen in a particular installation. If this equipment does cause 
harmful interference to radio or television reception, which can be deter- 
mined by turning the equipment off and on, the user is encouraged to try 
to correct the interference by any of the following measures: 

« Reorient or move the receiving antenna. 

* Increase the distance between the equipment and receiver.v2.5.1. 

e Connect the equipment into an outlet on a circuit different from the 

one which the receiver is connected to. 

e Consult the dealer or an experienced radio/TV technician for help. 


CE Declaration of Conformance 


This is to certify that the FireWire PCI Adapter Card is shielded 
against the generation of radio interference in accordance with the appli- 
cation of Council Directive 89/339/EEC on the approximation of the laws 
of the Member States relating to electromagnetic compatibility. 
Conformity is declared by the application of EN50081/EN50082:1992 
Class A. 


Trademarks 


All companies, brands, and product names are trademarks or regis- 
tered trademarks of their respective companies. 
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+ High-Speed performance. 


* Supports Isochronous and Asynchronous data transfer function 
Control Protocol (FCP). 


* Supports Connection Management Protocol (CMP). 
System Requirements 


* PCI equipped computer. 

* Mac OS version 8.6 or higher. 

* Support MS-Windows 98SE, MS-Windows 2000. 

+ FireWire 2.3.3 or higher. 

Please Note: FireWire 2.3.3 can be found Apple's website at: 
For English-North America: 
http://asu.info.apple.com/swupdates.nsf/artnum/n11632 

For English-International: 
http://asu.info.apple.com/swupdates.nsf/artnum/n11746 


Chapter 2 - Hardware Installation 
Hardware Installation 


The PCI FireWire Adapter Card allows users to easily connect 
FireWire devices to their desktop computer. Up to 3 FireWire devices 
can simultaneously plug directly into the card. The Macsense PCI 
FireWire Adapter Card is plug-and-play, and it's not necessary to estab- 
lish IRQ settings. Please follow the instructions below for simple installa- 
tion: 

1. Unpack the PCI FireWire Adapter Card package. 

2. Turn off the computer. 

3. Remove the cover of the PC. 

4. Install the PCI FireWire Host Card into a vacant PCI Slot. 


5. Replace the PC cover. 

If the problem occurs while installing the PCI FireWire Adapter Card, 
be sure that the card is firmly inserted into the PCI slot. If it still does not 
function properly, please refer to the following section: System 
Requirements. 

If you prefer to use the DV software, we recommend to use it with 
PowerPC 233 MHz or higher machine. 
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Chapter 3 - Software Installation for Mac OS 
j 4 Users 


In order for you PCI FireWire card to be recognized by your computer, 
you must install Apple's FireWire 2.3.3 software first. 


1. Download FireWire 2.4 from Apple Software Updates which can 
be found through the following websites: 


For English-North America: 
http://asu.info.apple.com/swupdates.nst/artnum/n11719 


Note: FireWire 2.4 and higher is not compatible with Mac OS 8.6. 


2. Once you have downloaded the FireWire Software, double-click 
“Apple SW Install” icon to start the installation process. 

3, Choose "Recommended Installation" and click "Start" to install 
the FireWire Support software into the extensions folder on the 
startup disk. 

4. When the installation is complete, the installer will inform you to 
restart your computer. 
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Driver Installation for Windows 98 


The PCI Firewire Adapter card utilizes the Windows 98 1394 OHCI 
driver located in the Windows 98 CD ROM. It does not need any addi- 
tional software for application. 


1 


. Once you have installed the PCI Firewire Adapter (refer to the 
“Hardware Installation” section), turn on the computer. 


N 


. Windows 98 will automatically inform you with a “Add new 
Hardware” dialog box. Press “Next” to continue. 


3. Then select “Search for the best driver for your device 
(Recommended)” and click “Next.” 


4. Windows 98 will request for the driver location. Specify where 
your Windows 98 CD is located and click “Next.” 


5. Windows 98 will then inform you with a confirmation that the 
appropriate driver has been found. Press “Next” to continue. 


6. Windows 98 will now install the appropriate driver. To complete 
the installation of the software, press “Finish.” 


Specifications 


Specifications 


Standards 


Controller 
Connector 
Temperature 


Humidity 


Weight: 
Certification: 


Compliant with PCI specification revision 2.0/2.1 & 
IEEE 1394 standards 1394-1995. 


Lucent. 

(3) 6-pin FireWire ports. 

Operating 0'C to 50°C (32°F-122°F) 

Storage -40°C to 50°C (-40°F-122°F) 

Operating 10% to 80%. 
(non-condensing) 

Storage 5% to 90%. 
(non-condensing) 

65 grams (N.W.) 


FCC Class A, CE. 
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